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All PFS (PORTABLE FABRICATION STATION)  PCS (PORTABLE 
CHUCK SPINNER) models have 5 position tilt and the PFS/PCS-
ADJ series have an added fine adjustment to allow precise 
leveling. 

 

 

PFS/PCS ROLLOUT WHEEL 
Operation Manual 

MODEL: PFS 

MODEL: PFS 

MODEL: PFS-ADJ 

MODEL: PFS 

MODEL: QGA 



• PCS and PCS-ADJ come with your choice of 6”or 8”three jaw self centering 
chuck. 

• Chucks come with two sets of jaws. Inside and outside jaws 

• 6” chucks will grab up to 8”pipe from the inside and 8” chucks will grab up to 
10”pipe from the inside. 

• All models come with 5 position tilt and rotation locks plus the PCS-ADJ 
models come with fine adjustment that allows you to precisely level a spool 
right in the spinner. 

 

PCS (PORTABLE CHUCK SPINNER) 
Operation Manual 

PCS with 8” chuck 
(comes with either size chuck) 

PCS-ADJ with 6” chuck 
(comes with either size chuck) 

Rotation lock Rotation lock 

5 position tilt 

5 position tilt 

Fine adjustment 
for precise leveling 

3 jaw self 
centering chuck 
choice of 6”or 8” 

Copper  
grounding tab 



• Safe working load for the PFS, PFS-ADJ, PCS and PCS-ADJ is 350 pounds at the 
face of the plate or chuck.  

• When mounting the spinner in a pipe stand rotate the face to align with a leg 
of pipe stand for better stability. 

• For longer spools mount the PCS/PFS in a STM (Spinner table mount) or other 
suitable device that is well anchored to a welding deck or fabrication table. 

• Retighten chuck every time any adjustment is made  while squaring the spool 
to insure pipe is secure in chuck. 

Spinner/ Turnout Wheel 
Safety 

Model STM (spinner table mount) 



• A little regular maintenance will greatly increase the life of you chuck. Keep 
chuck mechanisms free from dirt and filings  and lubricated (WD40 white 
lithium grease works well). 

• Over tightening chucks may cause damage 

 

. 

 

Spinner/ Turnout Wheel 
Maintenance 

PCS/PFS spindle & bearing 
Assembly (Note: left thread) 

• If in the unlikely event the if 
      bearings become loose the castle nut  
      can be tightened as needed. 
• Be sure spindle is well greased 

Replacement  PCS/PFS bearing 
Assemblies are available 


